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SECTION 081113 - HOLLOW METAL DOORS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes hollow metal work. 

B. Related Requirements: 

1. Division 09 Sections "Painting" for field painting hollow metal doors. 

1.2 DEFINITIONS 

A. Minimum Thickness: Minimum thickness of base metal without coatings in accordance 
with NAAMM-HMMA 803 or ANSI/SDI A250.8. 

1.3 COORDINATION 

A. Coordinate anchorage installation for hollow-metal frames. Furnish setting drawings, 
templates, and directions for installing anchorages, including sleeves, concrete inserts, 
anchor bolts, and items with integral anchors. Deliver such items to Project site in time 
for installation. 

1.4 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. 

1. Include construction details, material descriptions, core descriptions, fire-
resistance rating, and finishes. 

B. Sustainable Design Submittals: 

1. Environmental Product Declaration: For each product. 
2. Health Product Declaration: For each product. 

C. Shop Drawings: Include the following: 

1. Elevations of each door design. 
2. Details of doors, including vertical and horizontal edge details and metal 

thicknesses. 
3. Frame details for each frame type, including dimensioned profiles and metal 

thicknesses. 
4. Locations of reinforcement and preparations for hardware. 
5. Details of each different wall opening condition. 
6. Details of anchorages, joints, field splices, and connections. 

http://www.arcomnet.com/sustainable_design.aspx?topic=330
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7. Details of accessories. 
8. Details of moldings, removable stops, and glazing. 

D. Product Schedule: For hollow-metal doors and frames, prepared by or under the 
supervision of supplier, using same reference numbers for details and openings as 
those on Drawings. Coordinate with final door hardware schedule. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Deliver hollow metal work palletized, wrapped, or crated to provide protection during 
transit and Project-site storage. Do not use nonvented plastic. 

1. Provide additional protection to prevent damage to finish of factory-finished units. 

B. Store hollow-metal doors vertically under cover at Project site with head up. Place on 
minimum 4-inch- high wood blocking. Provide minimum 1/4-inch space between each 
stacked door to permit air circulation. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers: Subject to compliance with requirements, provide products by one of 
the following: 

1. Ceco Door; AADG, Inc.; ASSA ABLOY. 
2. Curries, AADG, Inc.; ASSA ABLOY Group. 
3. LaForce, LLC. 
4. Republic Doors and Frames; a Allegion brand 
5. Steelcraft; Allegion plc. 

2.2 INTERIOR STANDARD STEEL DOORS 

A. Construct hollow-metal doors and frames to comply with standards indicated for 
materials, fabrication, hardware locations, hardware reinforcement, tolerances, and 
clearances, and as specified. 

B. Heavy-Duty Doors: ANSI/SDI A250.8, Level 2; ANSI/SDI A250.4, Level B. 

1. Doors: 

a. Type: As indicated in the Door and Frame Schedule. 
b. Thickness: 1-3/4 inches. 
c. Face: Uncoated steel sheet, minimum thickness of 0.042 inch. 
d. Edge Construction: Model 1, Full Flush. 
e. Edge Bevel: Bevel lock edge 1/8 inch in 2 inches. 

2. Exposed Finish:  Prime. 

http://www.specagent.com/Lookup?ulid=5745
http://www.specagent.com/Lookup?uid=123457221996
http://www.specagent.com/Lookup?uid=123457221988
http://www.specagent.com/Lookup?uid=123457222001
http://www.specagent.com/Lookup?uid=123457222022
http://www.specagent.com/Lookup?uid=123457222011
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2.3 MATERIALS 

A. Cold-Rolled Steel Sheet: ASTM A1008/A1008M, Commercial Steel (CS), Type B; 
suitable for exposed applications. 

B. Hot-Rolled Steel Sheet: ASTM A1011/A1011M, Commercial Steel (CS), Type B; free of 
scale, pitting, or surface defects; pickled and oiled. 

2.4 FABRICATION 

A. Hardware Preparation: Factory prepare hollow-metal doors and frames to receive 
templated mortised hardware, and electrical wiring; include cutouts, reinforcement, 
mortising, drilling, and tapping in accordance with ANSI/SDI A250.6, the Door 
Hardware Schedule, and templates. 

1. Reinforce doors and frames to receive nontemplated, mortised, and surface-
mounted door hardware. 

2. Comply with BHMA A156.115 for preparing hollow-metal doors and frames for 
hardware. 

2.5 STEEL FINISHES 

A. Prime Finish: Clean, pretreat, and apply manufacturer's standard primer. 

1. Shop Primer: Manufacturer's standard, fast-curing, lead- and chromate-free 
primer complying with ANSI/SDI A250.10; recommended by primer manufacturer 
for substrate; compatible with substrate and field-applied coatings despite 
prolonged exposure. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Drill and tap doors receive nontemplated, mortised, and surface-mounted door 
hardware. 

3.2 INSTALLATION 

A. Install hollow-metal doors and plumb, rigid, properly aligned, and securely fastened in 
place. Comply with approved Shop Drawings and with manufacturer's written 
instructions. 

B. Hollow-Metal Doors: Fit and adjust hollow-metal doors accurately in frames, within 
clearances specified below. 

1. Non-Fire-Rated Steel Doors: Comply with ANSI/SDI A250.8. 
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3.3 REPAIR 

A. Prime-Coat Touchup: Immediately after erection, sand smooth rusted or damaged 
areas of prime coat and apply touchup of compatible air-drying, rust-inhibitive primer. 

B. Metallic-Coated Surface Touchup: Clean abraded areas and repair with galvanizing 
repair paint according to manufacturer's written instructions. 

END OF SECTION 081113 


